
Rapid Prototyping. Rapid Manufacturing. Rapid Tooling.

Vakuum casting systems

Our sales agents in Europe
Austria / Croatia / Slovenia
FDW-Handelsges. m.b.H. 
Bahnhofstraße 8a
8940 Liezen/Stmk.
Phone +43 3 61 22 55 75
Fax +43 3 61 22 55 75 15
E-mail fdw@aon.at
Website www.fdw.at

Norway
SVAS KJEMI AS
Råsokveien 19
1900 Fetsund
Phone +47 63 88 55 00
Fax +47 63 88 55 01
E-mail sstanger@online.no

Spain
UNECO S.A.
C/Guifré, 675 
08918 Barcelona
Phone +34 93 3 83 47 11
E-mail uneco@uneco.es

Czech Republic
KTK Blansko, spol. s r.o.
67907 Kotvrdovice 277
Phone +42 0 51 64 43 57 2
Fax +42 0 51 64 43 57 3
E-mail trubackova@ebalta.cz
Website   www.ebalta.cz

Poland
Prec-Odlew Sp. z o.o.
9ul Pilsudskiego, 89
32-050 Skawina
Phone +48 1 22 76 49 95
E-Mail a.parchyta@odlew.com.pl

Switzerland
Langer AG
Schulgasse 21
4105 Biel-Benken
Phone +41 61 4 82 34 32
Fax +41 61 4 82 34 31
E-mail info@langerag.ch
Website  www.ebalta.ch

France
Acanthe S.A.R.L
53 Avenue Carnot
Neuville Industries
69250 Neuville Sur Saone
Phone +33 4 78 98 23 37
E-mail martine@acanthe-france.fr

Delta Résines
22 Rue Des Joncs
77950 Montereau Sur Le Jard
Phone  +33 1 60 59 25 62
E-mail: delta.resines@orange.fr

Portugal
Remoldes LDA.
Centro Empresarial Vilar de Pinheiro 
Estrada Nacional No 13-Armazém 121
4485-947 Vilar   de Pinheiro         
Phone +351 22 92 79 60 0
Fax +351 22 92 79 60 1
E-mail info@remoldes.com
Webseite www.remoldes.com

Turkey
Ersencer Engineering Marine
Construction Industry & Cooperation Ltd.
Sokak No.8 AOSB Cigli                                             
10013 IZMIR
Phone +90 232 3 76 77 72
Fax +90 232 3 76 79 45
E-mail tolga@ersencer.com                     
Website  www.ersencer.com

Italy
Tecno Espanso Resine s.r.l.
Via Romagna, 25
10071 Borgaro T.se (TO)
Phone +39 011 450 08 04
Fax +39 011 450 08 02
E-mail info@tecnoespanso.it
Website   www.tecnoespanso.it

Russia
KAMI Center LLC
40 Buil.13
Bolshaya Semenovskaya Str.
107023 Moscow
Phone  +74 9 57 81 55 11
E-mail   info@stanki.ru

United Kingdom
ebalta Distribution Limited
Unit G1 Beeding Close
Southern Cross Trading Estate                       
Bognor Regis
West Sussex
PO22 9TS
Phone +44 1243 53 99 10
Fax +44 1243 53 66 91
E-mail info@ebaltadistribution.co.uk

The Netherlands
James Kunststof
Thuyalaan 7
7213 VW Gorsse
Phone +31 575 49 07 87
Fax +31 575 49 07 75
E-mail paz35@hetnet.nl

Sweden
ABIC Kemi AB 
Fjärlisgatan 3
60006 Norrköping
Phone +46 11 14 90 30 
E-Mail info@abic.se

PU and Epoxy resins Boards and Blocks Auxiliaries PU and Epoxy resins Boards and Blocks Auxiliaries

Pr
in

te
d:

 0
5/

20
17



Mixing table vacuum casting systems
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ebalta Kunststoff GmbH
Erlbacher Straße 100
91541 Rothenburg o.d.T.
Germany

Tel.: +49 9861 7007-0
Fax: +49 9861 7007-77
info@ebalta.de
www.ebalta.de

*	 max. values will be reached after post curing according to the technical data sheets
**	 processing at room temperature possible

Flexible systems Hours Elongation % Tear resistance Tensile strength MPa

GM 900-1 A / B like rubber/ EPDM
Shore hardness adjustable 13 - 45 Shore A

black / beige
100 : 10 17 – 27 RT 7 – 10 A 13 750	 ISO 37 2,2 kN/m with incision 1,1

GM 951-1 A / B 100 : 10 17 – 27 RT 7 – 10 A 45 980	 ISO 37 5,5 kN/m with incision 2,0

GM 956 A/ GM 956-30 B high tear strength, easily dyeable,
free of mercury, shore hardness (flexibility)
adjustable A 30- 80 

transparent 100 : 195 20 – 30 70 ** 3 – 4 A 30 2000	 ISO 37 6,7 kN/m with incision 2,2

GM 956 A/ GM 956-80 B transparent 100 : 80 15 – 20 70 ** 2 – 3 A 83 600	 ISO 37 15 kN/m with incision 8

GM 956-90 A/GM 956-90 B
shore A hardness 90, shore hardness (flexibility),
excellent flow properties, easily dyeable, 
high tear strength, odourless

transparent 100 : 80 15 – 18 70 ** 1 – 2 A 90 280	 ISO 37 48 kN/m 7

GM 973 A / B high Shore A hardness beige / black 100 : 15 12 – 15 RT 12 – 16 A 90 550	 ISO 527 55 kN/m 16

Hard systems Processing Physical data

MG 703 / Z 400 high impact strength white 100 : 31 8 – 12 40 – 60 40 – 45 D 77 1340 52 – 77 81 105

MG 707 / Z 400 middle E-modulus, HDT 107°C white 100 : 30 8 – 12 40 – 60 40 – 45 D 79 1500 63 – 24 107 120

MG 804 A / B high impact strength, very well castable, 
long pot life

white / black
100 : 100 10 – 13 60 – 70 45 – 60 D 78 2270 90 6,2 39 71 82

MG 804 A / MG 804-1 B 100 : 100 8 – 11 60 – 70 45 – 60 D 75 1975 80 6,3 31 82 87

MG 804 A / 804 GF A / MG 804-1 B glassfibre filled, E-modulus variable white / black 100 : 100 : 150 7 – 9 60 – 70 45 – 60 D 78 2600 78 4,9 17 89 90

MG 804 GF A / MG 804-1 B glassfibre filled, very high E-modulus 4400 Mpa white / black 100 : 50 7 – 9 60 – 70 45 – 60 D 80 4400 85
2,5 13 76

82

MG 815 A / B high heat resistance, HDT 140°C,
very high impact resistance

black
100 : 70 5 – 7 70 40 – 60 D 80 2100 100 8,6 75 130 122

MG 815–1 A / MG 815 B 100 : 70 5 – 7 70 40 – 60 D 80 2100 100 9 63 140 135

MG 815 A / MG 815 GF B glassfibre filled, high rigidity black 100 : 90 6 – 8 60 – 70 40 – 60 D 80 2510 87 7,8 22 – 122

MG 815 A / MG 815 FR B flame retardant acc.to UL 94 V0, black 100 : 120 5 – 7 70 40 – 60 D 83 2770 70 4,5 18 120 122

MG 807 FR A / B
flame retardant acc.to UL 94 V0,
very high E-modulus

beige 100 : 100 6 40 – 70 35 – 45 D 85 4000 70 2,2 7,3 52 79

Semi-hard system

MG 822
high impact resistance, high heat resistance,
medium E-modulus, dyeable

transparent/
black 100 : 45 7 70 60 D 72 1150 45 9,0 no break 120 n.a.
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